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CODICE / CODE H L P / W
AC 180 60 40 1800 600 400
AC 180 60 60 1800 600 600
AC 180 80 40 1800 800 400
AC 180 80 60 1800 800 600
AC 180 100 40 1800 1000 400
AC 180 100 60 1800 1000 600
AC 200 60 40 2000 600 400
AC 200 60 60 2000 600 600
AC 200 80 40 2000 800 400
AC 200 80 60 2000 800 600
AC 200 100 40 2000 1000 400
AC 200 100 60 2000 1000 600

CODICE / CODE H L P / W
ACV 180 60 40 1800 600 400
ACV 180 60 60 1800 600 600
ACV 180 80 40 1800 800 400
ACV 180 80 60 1800 800 600
ACV 180 100 40 1800 1000 400
ACV 180 100 60 1800 1000 600
ACV 200 60 40 2000 600 400
ACV 200 60 60 2000 600 600
ACV 200 80 40 2000 800 400
ACV 200 80 60 2000 800 600
ACV 200 100 40 2000 1000 400
ACV 200 100 60 2000 1000 600
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Armadi Serie ACV (con porta trasparente)
ACV Series of cabinets (with transparent door)

Armadi Serie AC
AC Series of cabinets

> The particular form of the monoblock and removable panels (back 
and door), and the type of seals used, guarantee a good degree of 
protection.

> Also available in AISI 316 on request.

> La particolare forma del monoblocco e dei pannelli asportabili (retro e 
porta), nonchè le guarnizioni adottate, permettono di ottenere un buon 
grado di protezione.

> Disponibili anche in AISI 316 su richiesta. 

Compact cabinet comprising:

> Monoblock structure made of side walls, roof and base welded together.

> 15/10 thick removable rear panel.

> Door made of 15/10 thick AISI 304 stainless steel with scotch-brite 
finish, concealed hinges, handles at four points. Reinforced internal 
frame made of 20x20mm galvanized tubes.

> Base formed of four 20/10 thick AISI 304 stainless steel feet and four 
10/10 thick AISI 304 stainless steel panels to facilitate drilling of holes 
for wires. The H100 base is stackable.

> 2 x lifting eyebolts

> Seals for continuous casting with CNC machine.

> Also available in version with transparent door. ACV Series.

Armadio compatto composto da:

> Struttura monoblocco costituita da laterali tetto e fondo saldati tra loro.

> Pannello posteriore asportabile spessore 15/10.

> Porta in INOX AISI 304, spessore 15/10, satinato Scotch-Brite con 
cerniere a scomparsa, maniglia a cariglione a quattro punti di chiusura. 
Telaio di rinforzo interno in tubo zincato 20x20mm.

> Zoccolatura formata da quattro piedi in INOX AISI 304, spessore 20/10, 
e da quattro pannelli in INOX AISI 304, spessore 10/10 per facilitare la 
foratura per l’ingresso dei cavi. Lo zoccolo H100 è sovrapponibile.

> N° 2 golfari di sollevamento.

> Guarnizioni a colata continua con macchina CNC.

> Disponibile anche nella versione con porta trasparente. Serie ACV.

Serie AC  AC Series

ARMADI COMPATTI  Compact cabinets

> Accessories on page 13

> Accessori a pag. 13


