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CODICE / CODE H L P / W
CSP 100 80 30 1000 800 300
CSP 100 80 40 1000 800 400
CSP 100 100 30 1000 1000 300
CSP 100 100 40 1000 1000 400
CSP 120 80 30 1200 800 300
CSP 120 80 40 1200 800 400
CSP 120 100 30 1200 1000 300
CSP 120 100 40 1200 1000 400
CSP 150 80 30 1500 800 300
CSP 150 80 40 1500 800 400
CSP 150 100 30 1500 1000 300
CSP 150 100 40 1500 1000 400

>	Dimensioni in mm
>	Misure personalizzate su richiesta
>	Forature a disegno

>	Dimensions in mm
>	Measurements tailored on request
>	Drilling as per drawing

CODICE / COCE H L P / W
CSPV 100 80 30 1000 800 300
CSPV 100 80 40 1000 800 400
CSPV 100 100 30 1000 1000 300
CSPV 100 100 40 1000 1000 400
CSPV 120 80 30 1200 800 300
CSPV 120 80 40 1200 800 400
CSPV 120 100 30 1200 1000 300
CSPV 120 100 40 1200 1000 400
CSPV 150 80 30 1500 800 300
CSPV 150 80 40 1500 800 400
CSPV 150 100 30 1500 1000 300
CSPV 150 100 40 1500 1000 400

>	Dimensioni in mm
>	Misure personalizzate su richiesta
>	Forature a disegno

>	Dimensions in mm
>	Measurements tailored on request
>	Drilling as per drawing

Cassette Serie CSP
CSP Series of cases

Cassette Serie CSPV (con porta trasparente)
CSPV Series of cases (with transparent door)

Cassette in AISI 304 per grandi dimensioni.

>	Rispetto alla CS, nella Serie CSP, i profili della cassa e della porta sono 
maggiorati per ottenere dimensioni più grandi. Sono composte da:

>	Scatola elettrosaldata.

>	Porta con cerniere in AISI 304 satinato Scotch-Brite.

>	Pannello interno in lamiera zincata con spessore 20/10.

>	Guarnizioni a colata continua con macchina CNC.

>	Disponibile anche nella versione con porta trasparente. Serie CSPV.

AISI 304 cases for large sizes.

>	The structural and door profiles of the CSP Series are larger than those 
of the CS Series, in the interest of greater size. They comprise:

>	Electrowelded box.

>	Door with hinges made of AISI 304 with Scotch-Brite finish.

>	20/10 thick internal panel made of galvanized steel.

>	Seals for continuous casting with CNC machine.

>	Also available in version with transparent door. CSPV Series.

Serie CSP IP66  CSP IP66 Series

>	 IP66 protection.

>	Also available in AISI 316 on request.

>	Finishes available: 2B anti-glare finish.

>	Grado di protezione IP66.

>	Disponibili anche in AISI 316 su richiesta.

>	Finiture disponibili: Grezzo antiriflesso 2B.

CASSETTE  Cases

> Accessories on page 19

> Accessori a pag. 19




